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strength contours with any other sta-
tion licensed by the Commission and
operating in the reserved band (Chan-
nels 200–220, inclusive) as set forth
below:

Frequency
separation

Contour of proposed
station

Contour of other sta-
tion

Co-channel .... 0.1mV/m (40 dBu) ... 1 mV/m (60 dBu).
1 mV/m (60 dBu) ..... 0.1 mV/m (40 dBu).

200 kHz ......... 0.5 mV/m (54 dBu) .. 1 mV/m (60 dBu).
1 mV/m (60 dBu) ..... 0.5 mV/m (54 dBu).

400 kHz ......... 10 mV/m (80 dBu) ... 1 mV/m (60 dBu).
1 mV/m (60 dBu) ..... 10 mV/m (80 dBu).

600 kHz ......... 100 mV/m (100 dBu) 1 mV/m (60 dBu).
1 mV/m (60 dBu) ..... 100 mV/m (100

dBu).

(b) An application by a Class D (sec-
ondary) station, other than an applica-
tion to change class, will not be accept-
ed if the proposed operation would in-
volve overlap of signal strength con-
tours with any other station as set
forth below:

Frequency
separation

Contour of proposed
station

Contour of any other
station

Co-channel .... 0.1 mV/m (40 dBu) .. 1 mV/m (60 dBu).
200 kHz ......... 0.5 mV/m (54 dBu) .. 1 mV/m (60 dBu).
400 kHz ......... 10 mV/m (80 dBu) ... 1 mV/m (60 dBu).
600 kHz ......... 100 mV/m (100 dBu) 1 mV/m (60 dBu).

(c) The following standards must be
used to compute the distances to the
pertinent contours:

(1) The distance of the 60 dBu (1 mV/
m) contours are to be computed using
Figure 1 of § 73.333 [F(50,50) curves] of
this part.

(2) The distance to the other con-
tours are to be computed using Figure
1a of § 73.333 [F(50,10) curves]. In the
event that the distance to the contour
is below 16 kilometers (approximately
10 miles), and therefore not covered by
Figure 1a, curves in Figure 1 must be
used.

(3) The effective radiated power
(ERP) that is the maximum ERP for
any elevation plane on any bearing will
be used.

(d) An application for a change (other
than a change in channel) in the facili-
ties of a NCE–FM broadcast station
will be accepted even though overlap of
signal strength contours, as specified
in paragraphs (a) and (b) of this sec-
tion, would occur with another station
in an area where such overlap does not
already exists, if:

(1) The total area of overlap with
that station would not be increased;

(2) The area of overlap with any
other station would not increase;

(3) The area of overlap does not move
significantly closer to the station re-
ceiving the overlap; and,

(4) No area of overlap would be cre-
ated with any station with which the
overlap does not now exist.

(e) The provisions of this section con-
cerning prohibited overlap will not
apply where the area of such overlap
lies entirely over water.

[50 FR 27962, July 9, 1985, as amended at 52
FR 43765, Nov. 16, 1987]

§ 73.510 Antenna systems.

(a) All noncommercial educational
stations operating with more than 10
watts transmitter output power shall
be subject to the provisions of § 73.316
concerning antenna systems contained
in subpart B of this part.

(b) Directional antenna. No applica-
tion for a construction permit of a new
station, or change in channel, or
change in an existing facility on the
same channel will be accepted for filing
if a directional antenna with a max-
imum-to-minimum ratio of more than
15 dB is proposed.

[42 FR 36829, July 18, 1977]

§ 73.511 Power and antenna height re-
quirements.

(a) No new noncommercial edu-
cational station will be authorized
with less power than minimum power
requirements for commercial Class A
facilities. (See § 73.211.)

(b) No new noncommercial edu-
cational FM station will be authorized
with facilities greater than Class B in
Zones I and I–A or Class C in Zone II,
as defined in § 73.211.

(c) Stations licensed before December
31, 1984, and operating above 50 kW in
Zones I and I–A, and above 100 kW and
in Zone II may continue to operate as
authorized.

[50 FR 27963, July 9, 1985, as amended at 50
FR 31379, Aug. 2, 1985; 54 FR 3602, Jan. 25,
1989]
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